
       
   MODEL 6028 

VIDEO DATA INSERTION GENERATOR 
 
 

FEATURES 
 
     •  Four different character 

sizes, programmable on 
a line by line basis 

 
     • Up to 30 rows of 80 

characters each  
 
     • Reverse video (highlight) 

on a character by 
character basis 

 
     • Sixteen user program-

mable alarm messages 
 
     • Fixed (Boresight) 

crosshair 
 
     • Movable crosshair, controlled by panel mounted joy stick. Coordinates are displayed 

and/or output to a host. 
 
     • IRIG time, positioned anywhere in the display on a character by character basis. 
 
DESCRIPTION 
 
The ITS Model 6028 is an advanced, programmable Video Insertion Generator designed to be user configurable to 
meet a wide range of applications.  It features non- volatile memory and can store up to four display set ups,  any one 
of which can be selected to be active at turn on.  You can talk and listen to the 6028 through a variety of methods 
including: 
 
 Detachable Keyboard, IEEE port (GPIB), RS 232 port, Serial IRIG B input, Sixteen parallel BCD or 

HEX ports (up to 96 optional), Sixteen discrete alarm inputs and Front panel LCD display (displays 
IRIG time or crosshair coordinates, switch selectable) 

 
All ports are active simultaneously.  The 6028 has three modes of video insertion: 
 
 Variable A front panel control varies the inserted video from full black to full white. 
 Auto Contrast Inserted video is black or white depending upon background video. 
 Relative Inserted video maintains constant contrast with background video. 
 
The 6028 is housed in a 19" rack mountable cabinet, 3 1/2" high and 15" deep.  It weighs less than 10 lbs. and draws 
less than 10 watts with all options installed. 
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