


MODEL 6142A DUAL MODE VIDEO DATA DECODER 
 
 
 
SPECIFICATIONS 

 
 

Video In Standard 525/60 composite video 2:1 interlace, black negative per 
EIA RS-170 or NTSC.  75-ohm impedance.  1 volt peak-to-peak. 

  
Video Out Same as video input with graphics added and DC restored, 75-ohm 

impedance (output as specified when terminated by 75-ohm load). 
  
Video Amplifier Bandwidth:  >20MHz  ±1 db 

Gain: Unity 
  
Reticle/Resolution Positional resolution 640 x 240 pixels. 
  
Data Decoder, Edge Decodes left edge encoded data formatted IAW Optical Systems 

Group Document 452-86, Section 7. 
  
Data Decoder, Scanline Decodes scanline encoded data formatted IAW Optical Systems 

Group Document 452-86, Section 8. 
  
Character Set Standard ASCII 96 character set plus 31 additional special - 

characters 
  
RS-232C Port EIA RS-232C serial asynchronous 300-38.4K baud, internally 

selectable, simplex (transmit only) 
  
Package 19 inches wide, 3.5 inches high, 15 inches deep rack mountable 

aluminum enclosure. Ball-bearing rack slides optional. 
  
Environment Temperature:                0 to +50°C 

Humidity:                     95% (internal non-condensing) 
Storage Temperature:    −30°C to +60°C 

  
Power 100 to 250VAC, 50/60Hz 

 
Reticle Formats 
 (Selectable) 
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