
 
                         MODEL 9980 
          VIDEO INSERTION GENERATOR       
 

 
 
 
FEATURES 
 
 
     ● Decodes and 

inserts IRIG time 
message. 

 
 
     ● Generates and 

inserts up to 22 
lines of 32 al-
phanumeric char-
acters each 

 
 
     ● Seven, 6 character alarm messages, user selectable from a menu of 32.  

Controllable  via seven discrete inputs. 
 
 
     ● RS-232C port 
 
 
     ● Detachable Keyboard 
 
 
 
DESCRIPTION 
 
The ITS Model 9980 and 9980A Video Insertion Generators provide for the insertion of alphanumeric messages and 
IRIG time into a standard RS-170 or NTSC video signal (9980) or RS-343, 875 line (9980A). Annotation, positioning of 
the IRIG time message and selection and positioning of the alarm messages can be done via the keyboard and/or the 
RS-232 port.  The IRIG time may also be transmitted over the RS-232 port upon command from the keyboard or the 
RS-232 port.  Seven discrete control inputs are used to enable the alarm messages with either a TTL level or a 
contact closure.  
 
The 9980 has two modes of insertion, constant contrast and white with black background, selectable via a front panel 
switch. In addition, the mode can be selected via the keyboard or the RS-232 port, on a character by character basis.  
The overlay intensity is controlled by a front panel control. 
 
The unit is housed in a 19-inch wide, 3 ½ inch high, 15-inch deep, rack mountable aluminum cabinet and is powered 
115vac, 60 Hz line. 
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